Closure  Flashing  By  MBC 
At  Openings  <(pf)  & 


Jamb 

Mark 

8" 

■BFT58T 

10" 

-BFE9SZ 

IT 

T5FT1F9 

Jamb 


Member  Screw . 
at  12"  O.C. 


Jamb  Trim 


r  X- (BFL480) 


"PBA”  Panel 


Framed  Oaeninq  Jamb  Trim  Detail 

- r  "PBA  Panel 


EAVE  GUTTER  (BFL46) 

(14)  POP  RIVETS  - J,  7 

(2)  BEADS  TUBE 
SEAL  (42") 


NOTE:  2  MIN.  LAP 


LOW  SIDE  EAVE  TRIM  (BFL58) 


3/16"  1/2 
Hillside  Washer 

Flat  Washer 
Hex  Nut 


Back  Up  Plate 
Note 


Cable  Brace 


Eye  Bolt 

Web  of  Frame 


Cable  Brace  to  Frame  Connection 

Note:  Shop  welded  Back  Up  Plate  may  be  located 
at  either  side  of  the  web. 

(If  Requied  By  Design) 


(6)  POP  RIVETS 


NOTE:  2  MIN.  LAP 


(2)  BEADS  TUBE 
SEAL  (13") 


RAKE  TRIM  (BFL50) 


(7)  POP  RIVETS  - 


-Q 


(3)  STITCH  SCREWS 

(2)  BEADS  TUBE 
SEAL  (18*) 


NOTE:  2  MIN.  LAP 


HIGH  SIDE  EAVE  TRIM  (BFL54) 


(7)  POP  RIVETS 

(2)  BEADS  TUBE 
SEAL  (14”) 


NOTE:  2”  MIN.  LAP 


(3)  STITCH  SCREWS 


METALLIC  TRIM  LAPS 


RIDGE  FLASH  FIXED 


(BFL212) 


(18)  STITCH  SCREWS  — , 


FXPANSION  RIDGE  ROLL 

(BFL156) 


(16)  STITCH  SCREWS  — j 

f-j. 


(2)  BEADS  TUBE 
SEAL  (36”) 


NOTE:  2  MIN.  LAP 


FASCIA  SILL  TRIM 


(BFL92-122) 


(4)  POP  RIVETS  - 


(2)  BEADS  TUBE 
SEAL  (10") 


NOTE:  2"  MIN.  LAP 


NOTE:  2“  MIN.  LAP 


(2)  BEADS  TU8E 
SEAL  (60”) 


FASCIA  CAP  TRIM 

(BFL90) 


(5)  POP  RIVETS  —  ■ 


| —  sine 


(5)  STITCH  SCREWS 


1 


(2)  BEADS  TUBE 
SEAL  (28") 


NOTE:  2"  MIN.  LAP 


RIDGE,  PARAPET.  &  FASCIA  TRIM  LAPS 


Note: 

Fold  insulation  back  onto  itself  for 
compression  between  Eove  Strut  and 
roof  panel,  it  must  not  be  exposed 
to  the  weather. 


Wall  Panel 


Roof  Panel 


Insulation 
(by  others) 


Double  Sided  Tope  (by  Others) 

(to  be  used  to  secure  insulation/ 


Eove  Strut 


Blanket  Insulation  Detail  at  Eave 


NS0022A 


NS0053 


NS0080 


NS0082 


NS0094B 


2  2 


1  3/4 


1  1/4  Max. 


3/16" 


Wall  Panel 


Trim 

BFL850 


\ 


Pur  in  /  Girt  Clip 
PL  3/16"  x  6”  - 


3/4 


3  3/4  3  3/4 


3/16”  1/^ 


Zee 

A 

8" 

2" 

10" 

3" 

12” 

4” 

Purlin  /  Girl  Clip 
PL  3/16"  x  6"  _ 


\ 


- & 


All  Bolts  are  1/2  x  V 
A307  M.  Bolts 


EAVE  TRIM  (SIMPLE)  (BFL19) 


(2)  POP  RIVETS  ■ 


I—  (2)  BEADS  TUBE 
SEAL  (9") 


NOTE:  2’  MIN.  LAP 


CORNER  TRIM  (BFL830) 


(4)  POP  RIVETS  - 


Header 


Lap  Pattern  ’’G 

B 


Lap  Pattern  ”S’ 


3  - 


Member  Screws 
At  12”  O.C. 


Channel  Closure  Flash  By  MBC 
At  Openings  <(p£)  & 


NOTE:  2”  MIN.  LAP 


Channel 

Trim 

8” 

BFL981 

10” 

BFL982 

12” 

BFL169 

Head  Detail  For  Framed  Opening 


NS0023-1 


Lop 

B 

Pattern 

Long 

r-2  3/4" 

L 

Extra  Long 

2'— 5  3/4" 

X 

Super 

3-1  3/4" 

U 

-2  Bolts  Unless  Noted 
on  Erection  Drawings 


ROOF  CONVERSION  TRIM  (BFL852) 

(ONE)  POP  RIVET  - 
(3)  STITCH  SCREWS 


(2)  BEADS  TUBE 
SEAL  (28") 


NOTE:  2”  MIN.  LAP 


PANEL  CAP  TRIM  (BFL271) 


(2)  POP  RIVETS 


(2)  BEADS  TUBE 
SEAL  (10*) 


NOTE:  2"  MIN.  LAP 


TIE-IN  TRIM  (BFL195) 

(2)  POP  RIVETS  - 
(3)  STITCH  SCREWS  — 


pel 


(2)  BEADS  TUBE 
SEAL  (28") 


NOTE:  2  MIN.  UP 


TERMINATION  TRIM  (BFL1 17-122) 

(6)  STITCH  SCREWS - . 

T  t  T  f\  f 


Wall  Pane!  Thickness,  Plus 


Tube  Sealant 
Expansion  Ridge  Roll 


Outside  Closure 
At  Ridge 

Ultra- Dek 


Stitch  Screw 
Outside  Closure 


PBR  ,  PBA' 
Wall  Panel 


Rake  Trim  Pro]. 


Paropet  Rake  Cleat  8F1290-8 
(Locate  Directly  In  Front 
Of  Roof  Panel  And  Against  Rake 
Support  Angle  W/  (3)  Fasteners  #1E 

Fastener  #5 

Rake  Angle  ~  RA1-240 
+  1/16" 


4/ 


Section 


(2)  BEADS  TUBE 
SEAL  (20”) 


J 


NOTE:  2"  MIN.  LAP 


Lap  Detail 

By-Pass  Purlin  /  Girt  Lap  Details 


Pjfps? 

l/8 


Locote  the  Gutter  End  Cap  1  1/2"  from  the  end  of  the  Gutter.  Apply  one  bead  of 
Tube  Sealant  between  the  End  Cop  surface  and  the  Gutter.  Attach  the  End  Cap  to  the 
Gutter  using  (14)  1/8"  Pop  Rivets.  Check  to  make  sure  all  edges  are  sealed  with 
Tube  Sealant.  Insert  the  Gutter  into  the  Rake  Trim.  Align  the  mitered  edges  and 
attach  to  the  Rake  Trim  with  1/8“  Pop  Rivets. 

Gutter  to  Rake  Miter  Detail 


For  Midwest  Rake  Trim  (Dim.  "A"  =  4  7/8") 

For  Midwest  Rake  Trim  (Dim.  ”B"  =  3  5/8") 

For  Metallic  Rake  Trim  (Dim.  "A"  =  3  11/16”) 

For  Metallic  Rake  Trim  (Dim.  ”B"  =  2  7/16” 


EAVE.  CORNER,  &  TIE-IN  TRIM  LAPS 


(Metallic) 


Ultra— Dek/Double—Lok  Expansion  Ridge  End  Cap 


NS0006S 


NS0081 


NS0084 


NS0105B 


NOTE: 

1.  These  drawings  ore  intended  to  depict  general  installation  of  item(s)  described  above.  Some  item(s)  may  have  been  omitted  for  clarity  of  presentation.  Consult  your  erection  manual  or  additional  S-Sheets  for  further  guidelines  and/or  clarifications. 

ATTENTION  INSTALLER:  In  the  event  that  a  discrepancy  or  error  arises  with  materials  shipped  for  this  project  or  these  construction  drawings,  the  instoller  must  notify  the  manufacturer  prior  to  correcting.  If  manufacturer  is  not  notified,  manufacturer  will  not  honor  bock  charges  from  ony  party  involved. 
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